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Introducing the QC-1500 
Whole House Cooling Pan & Ventilation 

System 
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Product Manual 

at the QC-1500 does: 



The QC-1500 Whole House Fan cools your house by bringing 
in cooler outside air and pushing warmer inside air out 
through the attic. The moving air cools you and removes heat. 
Unlike air conditioning, a whole house fan brings outside air 
into your home to cool it, while flushing out the warm air and 
ventilating the house at the same time. Air conditioning takes 
the existing inside air and keeps recycling it and cooling it 
slightly each time it is recycled. No stale air is removed in the 



.Q 



process. 
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TO ORDER CALL TOLL FREE 1-877-667-4663 



ere should you locate your QC-1500? 



We recommend installing one in each bedroom for maximum 
comfort. 

That allows the bedroom door to be closed and still obtain all 
the benefits of cooling and ventilation. Other ideal 
locations are laundry rooms, smoking rooms and kitchens. 

If only one unit is to be installed, it should be in a central 
location and upstairs in a two story house. The QC-1500 is 
the only whole house fan to buy if you want quality, ease of 
installation, aesthetic appearance, versatility, and above all 
else, quiet. 



The Most Versatile Home Cooling and Ventilation System On The Market Today! 






Cools Attic 30-50 Degrees 
Removes unwanted odors, smoke, germs, and stale stuffy air within minutes. 
Flip the switch and it cools down in minutes! 



TO ORDER CALL TOLL FREE 1-877-667-4663 



nstructions 



If you have an air conditioning system as well as a whole house fan, be 
sure to turn off the air conditioner before starting the whole house fan. 

If you have a fireplace, it is best to close the fireplace damper before 
starting the whole house fan. 

Be sure to open a window before starting the whole house fan system. If 
you wish to open more than one window, limit the amount you open each 
window. Insure that the outside air is rushing in each window rapidly so 
that you can feel a cooling breeze. Too many open windows at one time 
reduce the cooling effect you feel. 

The ideal time to use the whole house fan system is whenever the outside 
temperature is below 85 degrees or whenever it is cooler outside than in 
your home. 

A whole house fan system can also be used to ventilate your home. This 
should be done on a regular basis all year. They will remove moisture 
from showering, cooking and laundering to eliminate mold and mildew 
problems. They will also remove cooking odors, stale tobacco and burned 
food smells and pet odors. 

Don't be afraid to experiment with your system by opening and closing 
windows and doors differing amounts to see what works best for your 
home and lifestyle. 




TO ORDER CALL TOLL FREE 1-877-667-4663 
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retaliation 



1. Determine the area you would like to install your QC-1500. 

2. Go into the attic and find the same location from above. 

3. You will need to have a 14-1/2" x 14-1/2" area available between the 
framing and topside of the ceiling. NOTE: The diffuser needs at least 2" of 
clearance to the walls, lights, smoke detectors, etc... around the hole on 
the ceiling side. 

4. Mark location from the attic side by making a small hole at the center 
of the cutout using an awl or small screw which will be visible from 
below. The location must be at least 7-1/4" from any obstruction. 

5. From below, place cutout template centered on the small hole and 
trace perimeter with a pencil. 

6. From below, cut out the 14" diameter hole with a saw, making sure 
hole is round. 

7. Take the QC-1500 up into the attic and place near the cutout. 

8. Hang the QC-1500 from the roof rafters with the straps provided while 
making sure the other end of the ducting will easily reach the 14" hole. 
Make sure the top of the dampers is oriented top up. 

9. After hanging fan with straps, insert the other end of the duct starter 
collar through the hole in the ceiling making sure there are no kinks or 
twists in the duct. Note: on 16" on center rafters, the flange of the starter 
collar might need to be trimmed _" on each side to fit between the rafters. 

10. From below, pull the starter collar through the hole and bend over 
the sheet metal tabs. 

1 1 . Install the trim ring inside the starter collar and push up until it is 
flush with the ceiling. 

12. Unwrap the white diffuser and center it over the starter collar and 
trim ring. Attach the diffuser with screws provided, being careful not to 
over tighten. 

13. Return to the attic and support the ducting with the supplied duct 
strapping. Make sure the fan assembly is fairly level and that the draft 
damper doors hang in a closed position. 



The remaining work requires a qualified electrician to complete the 
electrical switching and hookup. Do not attempt to do this yourself if you 
are not experienced, as electrical circuits can be dangerous. Depending 
on the type of switch control you desire (on-off toggle switch, timer 
switch, or multiple switch for two or more QC-1500's), a 1 10 volt circuit 
must be provided from the switch location to the fan motor (or motors) 
capable of handling approximately 3 amps per each QC-1500. 



TO ORDER CALL TOLL FREE 1-877-667-4663 
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Do not attempt to control the motor speed with a rheostat type dimmer 
switch, as the QC-1500 motor is not designed for speed control and 
damage will result. 

Specifications 



Motor Voltage 120 V. AC 60 Hz. 
Motor Amperage 3.3 Amps 
Motor Speed 1060 RPM 
Air Flow @ 0.1 " SP 1 ,500 CFM 
Sound Level in Room 0.4 sones 
R Value at Closed Damper Doors R-6 
Ceiling Rough Opening 14 1/4" 
Air Diffuser Color White (Paintable) 



W W ▼arranty 
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QUIET COOL WHOLE HOUSE FAN 



TO ORDER CALL TOLL FREE 1-877-667-4663 



5 



Your Guarantee 



The QC-1500 comes with a TEN years warranty on the parts. We also 
offer a 30 day money back guarantee if you are not completely satisfied 
with your purchase. You may return the fan for a full refund less 
shipping and handling costs. Just call us for return instructions prior 
to returning. If you have a defective unit, call 661-291-1013 for a 
Return Merchandise Authorization (RMA) number and further 
instructions. 



Rebates 

Most public utility companies in California and those in many other 
areas of the country offer large rebates to the homeowner if they will 
install a whole house fan. These rebates range from $75.00 to $250.00 
for each whole house fan installed. Check with your local utility company 
or see our site for details. 



Sample Savings 



Area 


Hours per day 
turn off a/c & 
use whole house fan 


Savings 
per month 


Savings 
per year 

(based on 5 months) 


CLIMATE 
ZONE 1 


3 hours per day 


$120.00 


$600.00 


CLIMATE 
ZONE 2 


6 hours per day 


$240.00 


$1,200.00 


CLIMATE 
ZONE 3 


9 hours per day 


$360.00 


$1,800.00 



Quiet Cool Fans 
www.quietcoolfan.com 
24307 Magic Mountain Pkwy #182 
Valencia, CA 91355 
661-291-1013 
Made In the USA 



TO ORDER CALL TOLL FREE 1-877-667-4663 
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